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TRINITY
SURFAGES

At Trinity Surfaces, we believe in the power of
hard work, honest communication and
commitment to quality. Since 1996, when we
started out, a whole lot has changed. The
industry we know and love continues to evolve,
but our dedication to who we are and why we
do what we do is unwavering. Ultimately, we
value ethics and relationships over transactions.
So, when you choose to work with Trinity
Surfaces, you become a part of our team.

We only succeed when you succeed.

OUR CORE VALUES

WORK HARD AND WORK SMART

“A dedication to do the job right, the first time.”

CARING FOR OUR CUSTOMERS

“We believe our focus on the needs of our
customers leads us to do the right thing,

preserving and strengthening the relationship.”

SERVING EACH OTHER

“An unselfish attitude that puts others

ahead of oneself, making us a stronger team.”

WWW.TRINITYSURFACES.COM
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URBAN LIVING

Urban Living is a growing movement and Trinity
Surfaces is here to provide high quality products with
luxury visuals for those multi-unit projects with tight
budgets. Our commercially rated products include
floor and wall applications that span from porcelain
and ceramic tile to glass mosaics to hardwood and
LVT to sound underlayment for acoustical value. This
collection is a perfect fit for multi-family, condomini-
ums, hotels and senior living. It is designed to give
our commercial specifiers confidence in attractive
product selections that won't break the budget.
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ARID

COLORS

Audun

White
Tabernas

WALL TILE, MADE

Umber
Tabernas

Sienna

Tabernas

IN SOUTH AMERICA

Dust Sand
Indus Pinnacles Pinnacles Nubra Nubra
SIZES
@ matte White White White Umber Sienna White White Dust Sand Ash
Audun Ordos Tabernas Tabernas Tabernas Indus Pinnacles Pinnacles Nubra Nubra

TECHNICAL SPECIFICATIONS

12"x36" Rectified

10

Test Results
Frost Resistance - Resistant
Water Absorption - >10%
Stain Resistance - Resistant
Chemical Resistance - Resistant
Scratch Hardness MOHS 5

WWW.TRINITYSURFACES.COM
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CERAMIC WALL TILE, MADE IN SOUTH AMERICA

o | wme | ousn | scummerme | oenm | e | smoee |

TECHNICAL SPECIFICATIONS

Aguamarine
Results

Shade Variation
Water Absorption
Stain Resistance

Chemical Resistance

Scratch Hardness




BRICK

CERAMIC WALL TILE, MADE IN SOUTH AMERICA

KN

COLORS

|
3'x12"

Blanco GCris

Taupe Antracita

TECHNICAL SPECIFICATIONS

Results

Shade Variation _

Water Absorption ASTM C373

Chemical Resistance ASTM C650 Unaffected
Breaking Strength ASTM C648 Exceeds



TECHNICAL SPECIFICATIONS

Test Results
Shade Variation - V2/\V1
Frost Resistance ASTM C1026 Resistant
Water Absorption ASTM C373 > 0.5%
Chemical Resistance ASTM C650 Unaffected
Scratch Hardness MOHS 32
Breaking Strength ASTM C650 min. 290
Minimum Bond Strength | ASTM C482 165

16

Octagonal
Snow White
Matte

1"x1" Squares
Black
Matte

Octagonal
Snow White &
Black Matte

1"x1" Squares
White
Matte

PORCELAIN MOSAICS

Octagonal
Snow White &
Cray Matte

Basket Weave
White & Black
Matte

2" Lantern
White
Bright

2"x2" Hexagon
White
Matte

Basket Weave
White & Gray
Matte

Diamond
Herringbone
White Bright

2"x2" Hexagon
Black
Matte

Pin Wheel
Snow White &
Black Matte

Penny Round
White

Matte or Bright

2"x2" Hexagon
Tender Gray
Matte

1"x1" Hexagon
White & Black
Matte

Penny Round
Tender Gray

Matte or Bright

CLASSIC
MOSAICS

1"x1" Hexagon
White
Matte

1"x1" Hex Flower
White & Black
Matte

Penny Round
Black
Matte or Bright

1"x1" Hexagon
Black
Matte

Penny Round
Black & White
Matte

Penny Round
Cobalt
Bright

COLORS

1"x1" Hexagon
Tender Gray
Matte

Penny Round
Cray & White
Matte

Penny Round
Red Pepper
Bright

WWW.TRINITYSURFACES.COM
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CLASSIC
MOSAICS |

PORCELAIN MOSAICS

COLORS
2"x2" Dots 2"x2" Dots 2"x2" Dots 2"x2" Dots 2"x2" Dots Herringbone 2"x4" Bevel Brick 1"'x1" Hexagon
Carrara White White Cray Black White White Ice White & Gold
Matte Matte Bright Matte Matte Bright Bright Matte

Penny Round Penny Round Penny Round Penny Round Herringbone 2"x4" Bevel Brick 1"'x1" Hexagon
Pearl Cream Mint Green Sky Blue Antique White Tender Gray White & Silver
Bright Bright Bright Bright Bright Bright Matte

TECHNICAL SPECIFICATIONS

Test Results
Shade Variation - V2/\1
Frost Resistance ASTM C1026 Resistant
Water Absorption ASTM C373 >0.5%
Chemical Resistance ASTM C650 Unaffected
Scratch Hardness MOHS 3/2
Breaking Strength ASTM C650 min. 290
Minimum Bond Strength | ASTM C482 165

WWW.TRINITYSURFACES.COM 19



CERAMIC WALL TILE, MADE IN SOUTH AMERICA

COLORS

Santorini Lhama Capadocia Savannah Apache Tobacco Cacao Patagonia
Siberian celand Industrial Garage  Cosmos Lima de Persia Colden Coast Dijon Amsterdam
Havana Toscana Alice Blush Flamingo Chili Ginja Rosa Cha
Borgogna Mirtilo Aubergine Monaco Auckland Diesel Wonderland Serena
Noturno Acguamarine Macaron Mandacaru Highland

SIZES

@ matte All Colors

| —
%9 @

N

0

TECHNICAL SPECIFICATIONS

Test Results
Nominal Thickness - 72mm
Shade Variation - V1
Water Absorption ASTM C272 < 3%
Stain Resistance ASTM C1378 Resistant
Chemical Resistance ASTM C650 Resistant
Scratch Hardness MOHS 5

WWW.TRINITYSURFACES.COM
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CERAMIC WALL TILE

A s

3"X.| O" ------

=

3"x10" Bullnose

TECHNICAL SPECIFICATIONS

Results

Shade Variation

Water Absorption ASTM C373
Chemical Resistance ASTM C650/C1378 | Resistant
Breaking Strength ASTM C648 >125 |bf

Nominal Thickness _




NEXUS CERAMIC WALL TILE

COLORS SIZES
@ matte A polished White Biscuit Crey White Biscuit Grey
] A = ®A ®A
13"x24" 312"
_ o L A - oA ®A
White Biscuit 9.5"x13" 3"X12" Picket
== @A A A = @A  ©OA @A
6"x18" 3"x6"
= A A A = @A A A
6"x8" 2"x8"
Grey u
. @A @A A — @A O0A @A
6"X6 4"x16" Bullnose
- @A @A @A - | @A OA | @A
. R pee B TECHNICAL SPECIFICATIONS
= @A @A OA |- @A O©A  O0A
4"x10" 3"x6" - 3" Side Bullnose Test Results
- Water Absorption ISO 10545-3 >10%
4%4" . A . A . A Chemical Resistance SO 10545-13 Unaffected
Scratch Hardness MOHS 3
Breaking Strength ISO 10545-4 Pass
Warpage & Wedging ISO 10545-2 Pass

24
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CERAMIC WALL TILE

@ matte A polished White Snow Biscuit Bone Tender Black
Ice White Gray

[
4"x10" Beveled

== White Ice White Ice Wavy
4"x10" Wavy

=
3"x6" Beveled Out

3"x6" Beveled In Snow White Biscuit

TECHNICAL SPECIFICATIONS

Results

Nominal Thickness Tender Gray

Shade Variation _

Water Absorption

Chemical Resistance Unaffected
Scratch Hardness

Breaking Strength > 250 lbs.

Warpage ASTM C485




CERAMIC WALL TILE, MADE IN SOUTH AMERICA

© matte A glossy

[E—
4"x16"

==
4"x16" Station

75"x8" Pencil

TECHNICAL SPECIFICATIONS

Results

Nominal Thickness

Water Absorption Glossy > 10%
Chemical Resistance Resistant
Scratch Hardness

Breaking Strength Complies

Warpage ASTM C485 Complies



CERAMIC WALL TILE, MADE IN ITALY

=

4"12"

TECHNICAL SPECIFICATIONS

Results

Nominal Thickness _
Water Absorption
Chemical Resistance Class A
Scratch Hardness
Breaking Strength

Abrasion Resistance ASTM C1027




REMINISCE WALL TILE, MADE IN ITALY

Vanill Peltro

10"x30"

10"x30" Waves

| —
3"x11" Brick

8"X7" Hexagon

3'X7"x4" Wall Corner

TECHNICAL SPECIFICATIONS

Vanilla Wave Corda Wave
Results

Water Absorption ASTM C373
Chemical Resistance ASTM 650 Resistant
Scratch Hardness MOHS

Breaking Strength ASTM 648 >120-130 lbs
Polvere Wave Peltro Wave




PORCELAIN MOSAICS, MADE

IN SOUTH AMERICA

SIZES
@ matte White Tender Gray Taupe Black
12"x12" Mosaic

TECHNICAL SPECIFICATIONS

UNGLAZED
MOSAICS

Test Results
Nominal Thickness - 6mm
Shade Variation - V2
Frost Resistance ASTM C1026 Resistant
Water Absorption ASTM C373 > 0.5%
Chemical Resistance ASTM C650 Unaffected
Scratch Hardness MOHS 5
Breaking Strength ASTM C648 Min. 450
DCOF ANSI A137.] >0.42

White

Taupe

COLORS

Tender Gray

Black

35



VOGUE

COLORS

Glacier Latte

Crey

Celeste

GLASS MOSAICS & GLASS FIELD TILE

==

TECHNICAL SPECIFICATIONS

Results
Nominal Thickness

Shade Variation




38

TECHNICAL SPECIFICATIONS

Test Results
Shade Variation - V1
Water Absorption ASTM C373 >10%
Chemical Resistance ASTM C650 Unaffected
Scratch Hardness MOHS 3
Breaking Strength ASTM C648 Meets or Exceeds
Warpage ASTM C485 Pass
Wedging ASTM C502 Pass

WALL TILE

CERAMIC WALL TILE

White Ice

2x8, 3x6, 3x12, 3x12
Picket, 41/2x41/%2,
41/2x10, 41/2x16, 6x6,
6x18, 912x13%, 13x24*

Biscuit

2Xx8* 3x6, 41/2x41/2,
41/5x10, 41/2x16,
6x6, 6x18*

Tender Gray
2x8% 3x6, 3x12,
3x12 Picket,
4Yox4Y/2, 41/2x10,
41/5x16, 6x6, 6x18%

Snow White*
3x6, 41/2x10

Taupe

3X6, 41V2x4Y/2,
41/2x10, 41/2x16,
6x6, 6x18*

Black*
3X6, 41/2X41Y/2, 6X6

COLLECTION

COLORS & SIZES

Bone* Olive Green* Khaki* Fawn (Matte) Cocoa (Matte) Red Pepper*
3X6, 41/2x41Y/2, 6X6 3x6, 3x12, 41/2x16 3X6, 4Y/2x4Y/2 3X6, 41V2x4Y/>2 3X6, 4Y/2x4Y/2 3X6, 41V2x4Y/2,
41/2x10, 6x6

Fawn* Dark Gray* Soft Blue* Yellow* Mustard* Spring Green*
3X6, 41/2x41Y/2, 6X6 3X6, 412x4Y/2, 6X6 3X6, 3x12, 41/2x16 3X6, 4V2x4Y/>2 3X6, 4Y2x4Y/2 3X6, 4V2x4Y/>

Cocoa* Cobalt* Deep Blue* Wedgewood* Denim* Kelly*
3X6, 41/2x41Y/2, 6X6 3X6, 41V2x4Y2, 6X6 3X6, 3x12, 41/2x16 3X6, 4V2x4Y/2 3X6, 4Y/2x4Y/2 3X6, 4V2x4Y2
* Clossy Only

WWW.TRINITYSURFACES.COM 39



W|NDSOR CERAMIC WALL TILE

COLORS SIZES

© matte A glossy Blanco

9.5"x13

[

Blanco 410" . A

= A

4"x10" Bevel

= @A

G

= A

3"'x6" Bevel

;O" Bull . A

X ullnose
TECHNICAL SPECIFICATIONS
- A
3"x9.5" Bullnose Test Results
. A Nominal Thickness - 8.5mm

=

3"%x6" Bullnose Shade Variation - V2

*Available in a Coordinating Floor Tile Water Absorption ASTM C373 >10%
Chemical Resistance ASTM C650 Unaffected
Breaking Strength ASTM C648 Meets or Exceeds
Warpage ASTM C485 Pass

40
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FLOOR TILE

WWW.TRINITYSURFACES.COM 43




CONTENT

COLORS

Concrete

lvory Max Cement Max

Nude Max Concrete Max

S

PORCELAIN TILE, MADE

IN SOUTH AMERICA

12"x24" Rectified

SIZES

@ matte A polished d Ivory Cement Nude Concrete
B toxtured Ivory Cement Nude Concrete Max Max Max Max
. @A  OA @A @A

35"x35" Rectified

24"x48" Rectified

. @A OA O0A A © o o | o
24"x24" Rectified

| @A ©A ©A ©A © oH om o=

TECHNICAL SPECIFICATIONS

Test Results
Shade Variation - V3
Frost Resistance ASTM C1026 Resistant
Water Absorption ASTM C373 <0.5%
Chemical Resistance ASTM C650 Unaffected
Breaking Strength ASTM C648 Min. 335
DCOF ANSI A137.] > 0.40 (polished)/= 0.42

WWW.TRINITYSURFACES.COM
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PORCELAIN TILE, MADE IN SOUTH AMERICA CORA

COLORS

Nn"x22"

==
2.9"x22" Bullnose

TECHNICAL SPECIFICATIONS

Results

Shade Variation _

Frost Resistance ISO 10545-12 Resistant

Scratch Hardness MOHS

Breaking Strength ISO 10545-4 Compliant

ANSI A137.1




PORCELAIN TILE, MADE IN USA

.

Natural

Gunstock Walnut

TECHNICAL SPECIFICATIONS

Results

Shade Variation

Breaking Strength ASTM C648 > 275 lbs
Water Absorption ASTM C373
Scratch Hardness MOHS

Nominal Thickness _

Chemical Resistance ASTM C650 Resistant
Abrasion Resistance ASTM C1027

ANSI A1371



PORCELAIN TILE

13"x13" Mosaic

3"x12" Bullnose

TECHNICAL SPECIFICATIONS

Results Graphite

Shade Variation _

Frost Resistance Resistant
Water Absorption

Chemical Resistance Unaffected
Scratch Hardness

Breaking Strength

ANSI A137.1




FEQRV PORCELAIN TILE, MADE IN SOUTH AMERICA

COLORS

24"x24"

Calacatta -
-|2"X24” n

12"x12" Mosaic

=

3"x12" Bullnose

TECHNICAL SPECIFICATIONS

Results
Nominal Thickness
Water Absorption ASTM C373
Stain Resistance ASTM C1378 Resistant
Chemical Resistance ASTM C650 Resistant
Breaking Strength ASTM C648

ANSI A137.1




PORCELAIN FLOOR TILE & CERAMIC WALL TILE,
MADE IN SOUTH AMERICA

8"x48" Rectified

12"x24"

12"x24" Wall Rectified

Bianco

TECHNICAL SPECIFICATIONS

Results
Frost Resistance Resistant (Floor)
Water Absorption <0.5% (Floor) />7.0% (Wall)
Stain Resistance Resistant

Chemical Resistance Resistant

Scratch Hardness 7 (Floor) / 4 (Wall)

ANSI A137.1 20.42 (Floor)



LABYRlNTH PORCELAIN TILE

Blanco

12"x24"

13"x13" Mosaic n

=

3"x12" Bullnose

TECHNICAL SPECIFICATIONS

Results

Nominal Thickness _

Shade Variation

Frost Resistance Resistant
Water Absorption

Chemical Resistance Unaffected
Scratch Hardness

Breaking Strength Min. 350

ANSI A1371

WWW.TRINITYSURFACES.COM 57




CERAMIC TILE, MADE IN SOUTH AMERICA |_U I\/IA

COLORS

24"x24"

TECHNICAL SPECIFICATIONS

Results

Nominal Thickness

Shade Variation Graphite

Breaking Strength ISO 10545-4 In compliance
(MinJI8N/mm?2)
Scratch Hardness MOHS

ANSI A137.1




MERA PORCELAIN TILE, MADE IN SOUTH AMERICA

COLORS

= [elele
12"x24"

TECHNICAL SPECIFICATIONS

Results
Shade Variation

Frost Resistance ASTM C1026 Resistant

Water Absorption ASTM C373

Chemical Resistance ASTM C650 Unaffected
Scratch Hardness MOHS
Breaking Strength ASTM C648 Min. 350

ANSI A1371




PORCELAIN TILE, MADE IN SOUTH AMERICA

® mate A pises | Blanco Grafito

24"x48" Rectified

Blanco

24"x24" Rectified

12"x24" Rectified
Crafito

TECHNICAL SPECIFICATIONS

Results
Shade Variation
Frost Resistance ASTM C1026 Resistant
Water Absorption ASTM C373
Chemical Resistance ASTM C650 Unaffected

Scratch Hardness MOHS 3 (Polished)
5 (Unpolished)

Breaking Strength ASTM C648

ANSI A137.1 <0.40 (Polished)
>0.42 (Unpolished)



MOSCA PORCELAIN TILE, MADE IN USA

COLORS

12"x24"

Light Crey 12"x12" Mosaic

9"x11" Hexagon Mosaic

=

3"x24" Bullnose

Dark Grey

Nominal Thickness

Shade Variation

Frost Resistance ASTM C1026 Resistant
Water Absorption ASTM C373

Stain Resistance ASTM C1378 Not Affected
Chemical Resistance ASTM 650 Not Affected
Breaking Strength ASTM C648

ANSI A1371 >0.42 Wet



PORCELAIN TILE

12"x24"

—

3"x12" Bullnose

TECHNICAL SPECIFICATIONS

Results
Nominal Thickness

Shade Variation

Water Absorption ASTM C373 <
ANSI A137.

NOVARA

COLORS

Beige Pewter

Soft Gris Black




OMN| PORCELAIN TILE, MADE IN USA

COLORS

Light Grey | Dark Grey
] 2"X24” nnnn

White Beige

Light Grey Dark Grey

=

3"x24" Bullnose

TECHNICAL SPECIFICATIONS

Results
Nominal Thickness
Shade Variation
Frost Resistance ASTM C1026 Resistant
Water Absorption ASTM C373
Stain Resistance ASTM 1378 Not Affected

Chemical Resistance ASTM 650 Not Affected

Breaking Strength ASTM C648

ANSI A1371 >0.42 Wet



PORCELAIN TILE, MADE IN USA RUSTIK

SIZES COLORS
@ matte White Taupe Grey Charcoal
[ ] O O O O
12"x24"
L] O O O O |
12'x12" Glaliee
- @ @ @ @
6"x12"
i O O O O
12"x12" Mosaic
Grey Charcoal
= @ @ @ @
3"x12" Bullnose

TECHNICAL SPECIFICATIONS

Test Results
Nominal Thickness - 8mm
Shade Variation - V3
Frost Resistance ASTM C1026 Resistant
Stain Resistance ASTM C1378 Not Affected
Chemical Resistance ASTM 650 Not Affected
Breaking Strength ASTM C648 >400
DCOF ANSI A137.] >0.42 Wet
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VENA

COLORS

Volakas Silk Carrara White

Oniciata Ivory Oniciata Grey

Marmo Nero

72

PORCELAIN TILE, MADE

IN USA

SIZES

@ matte A polished Volakas Silk Carrara White Oniciata Ivory Oniciata Grey Marmo Nero
B ¢.  e. ei e | ea
24"x48" Rectified

. A A A A A
24"x24" Rectified

. O O O O O
24"x24"

| A A A A A
12"x24" Rectified

[ ] ® O o O @
12"x24"

B A A A A A
8"x24" Rectified

@A @A @A @A @A

12"x12" Mosaic

i @A @A @A @A @A
9"x11" Hexagon Mosaic

— @A @A @A @A @A
3"x12" Bullnose

TECHNICAL SPECIFICATIONS

Test Results
Shade Variation - V3
Frost Resistance ASTM C1026 Resistant
Water Absorption ASTM C373 <0.4%
Stain Resistance ASTM C1378 Not Affected
Chemical Resistance ASTM C650 Not Affected
Breaking Strength ASTM C648 8mm =300 lb/ft2

10mm =400 Ib/ft2

DCOF ANSI A326.3 >0.42% Wet

WWW.TRINITYSURFACES.COM 73
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TECHNICAL SPECIFICATIONS

PORCELAIN TILE

WINDSOR

SIZES
@ matte A polished Blanco Blanco
. A 13"x13"
35"x35" Rectified R . .
13"X13" Mosaic
. A 8"x9" Hexagon .
24"x48" Rectified —_— .
_ . 3"x13" Bullnose
8"x48" Rectified = .
3"x12" Bullnose
. . A *Available in a Coordinating Wall Tile
24"x24" Rectified
12"x24" Rectified

12"x24"

Test Results
Shade Variation - V3
Frost Resistance ASTM C1026 Resistant
Water Absorption ASTM C373 <0.5%
Chemical Resistance ASTM C650 Unaffected
Breaking Strength ASTM C648 Min. 335
DCOF ANSI A137. <0.40 (Polished)

>0.42 (Unpolished)

COLORS

Blanco

75



\/\/YND PORCELAIN TILE, MADE IN USA

COLORS

. . -

White Sand 12'%12"

12"x12" Mosaic

=

3"x12" Bullnose

TECHNICAL SPECIFICATIONS

Nominal Thickness
Frost Resistance
Water Absorption
Stain Resistance

Chemical Resistance

Breaking Strength

ASTM C1026
ASTM C373
ASTM C1378
ASTM 650
ASTM C648
ANSI AIZ7.1

Results

Resistant

Not Affected

Not Affected

>0.42 Wet




RESILIENT &
HARDWOOD
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TECHNICAL SPECIFICATIONS

Test

Results

MINERALCORE LUXURY VINYL TILE CHESTNUT

WITH INTEGRATED ACOUSTICAL PAD |_|||_|_

COLORS

Chemical Resistance

ASTM F925

Passed

Fire Resistance

ASTM E648-06

Class I, CRF 20.45

Dimensional Stability ASTM F2199 Passed
Impact Sound Transmission | ASTM E989-6 Passed
Heat Resistance ASTM F1515 Passed
Light Resistance ASTM F1514 Passed
Reaction to Fire EN 13051-1 Class Bfl-S1
Static Load Limit ASTM F970 Passed

Brighton Manet

Allston

Fisher Hill

Roxbury

Devon

Corey Hill Watertown Beaconsfield Bay Village Olmsted Park Riverway Aspinwall Hall Cambridge
Wellesley Mission Hill Auburndale Edge Hill
SIZES

Brighton Manet Allston Fisher Hill Heath Newton Roxbury Devon Corey Hill | Watertown

e O O O O O O O O O O

7"x48"

Mine_ral Core Ti_ght Lock ]

28mil Quartz Finish Wear Layer | geaconsfield | Bay Village Olg';srt(ed Riverway Asp:g}/lvall Cambridge | Wellesley | Mission Hill | Auburndale | Edge Hill

Tmm EVA Backing

Available Construction:
22mil, 12mil, 8mil 6x48" Glue
Down Luxury Vinyl Tile

Please contact local rep for quick ship colors




LIFESTYLES
OLYMPIC

LUXURY VINYL TILE

Hot . Whisky Windy )
_ Deep park Tyler peak

7"x48"x2mm plank
18"x18"x2mm tile, 6mil

Crisdale 7"x48"x2mm plank

Hot Springs
18"x18"x2mm tile, 12 mil

7"x48"x3mm plank
18"X18"x3mm tile, 20mil

Wi le ay Blene PAlely Al TECHNICAL SPECIFICATIONS

Results
Chemical Resistance ASTM F925 Passed
Fire Resistance ASTM E648-06 Class I, CRF 20.45
Mt. Carrie Dimensional Stability | ASTM F2199 Passed
STC Sound Test ASTM E492-09 +STC 61
Flexability ASTM F137 Passed
Heat Resistance ASTM F1514 Passed
Light Resistance ASTM F1515 Passed
Smoke Density ASTM E 662-06 Passed

Deep Park Tyler Park
Static Load Limit ASTM F970 Passed

n
—+

Thickness ASTM F386 Passed




LIFESTYLES

Z1TON

Canyon Vista Watchman Springdale Point Pretty Tanner

LUXURY VINYL TILE

COLORS

Cliffrose Water Tower Timber Top East Fork
TECHNICAL SPECIFICATIONS SIZES
Test Results Canyon ) Point ) Water )
Victa Watchman | Springdale Prett Tanner Cliffrose Tower Timber Top | East Fork
Chemical Resistance ASTM F925 Passed Y
Dimensional Stability | ASTM F2199 Passed [ @ o o @ Qo @ Qo @ o
STC Sound Test ASTM E492-09 | +STC 61 6'X36"x2rmm, 8mil
[IC Sound Test ASTM E989-06 +IC 64
Flexability ASTM F137 Passed
Heat Resistance ASTM F1514 Passed
Light Resistance ASTM F1515 Passed
84 Smoke Density ASTM E662-06 Passed WWW.TRINITYSURFACES.COM 85




LIFESTYLES

LUXURY VINYL TILE

/1TON PLUS WITH INTEGRATED ACOUSTICAL PAD

COLORS

ca nyon Tanner lvins Creatheart
Vista
|
6"X36"x3.5mm
Canyon Vista Tanner
lvins Creatheart

TECHNICAL SPECIFICATIONS

Test Results
Chemical Resistance ASTM F925 Passed
Fire Resistance ASTM E648-06 Class I, CRF 20.45
Dimensional Stability | ASTM F2199 Passed
IIC Sound Test ASTM E989-06 +IC 67
Flexability ASTM F137 Passed
Heat Resistance ASTM F1514 Passed

Light Resistance ASTM F1515 Passed

Smoke Density ASTM E662-06 Passed

Static Load Limit ASTM F970 Passed



ENGINEERED HARDWOOD FLOORING

Boguet Keene Mirror Newcomb Parkview Glenwyck Embury
River Lake
3/8"X7-5”XRL : p *© 74” nnnnnnn

TECHNICAL SPECIFICATIONS

Classification

Size

Construction

Face Veneer
Grade

Core

Surface Treatment
Edge

Installation

ASTM D5456 Structural Composite
Lumber Products

3/8"x 75" x RL up to 74"/ 9.5mm x
190mm x RL up to 1900mm

7-ply

European Oak
ABCD

Hardwood Plywood
Wirebrushed

Micro Bevel

Glue, Float & Nail/Staple

ADIRONDACK
PLACID

Boquet River

Mirror Lake Newcomb

Parkview Glenwyck




GARPET
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IMPRESSIONS

100% SOLUTION DYED POLYESTER CARPET
WITH POLYPROPYLENE AND FLEXBACK BACKING

BAYSIDE

COLORS

| snd | ous | Dune | Reed | swone | Mist
Sand Dust 12" Width, 25 Oz Face Weight nn

TECHNICAL SPECIFICATIONS
Bayside Bayside Plus
Dune Reed Face Weight OZ/YD?> | 16 25
Finished Pile Thickness | 12/32 (0.375 in.) 16/32 (050 in.)
Tufts Per Inch . 8
Pile Density 1536 1800
Yarn Twist 445 tpi 4.50 tpi

Stone Mist Gauge 5/32 CP 5/32 CP
Primary Backing Polypropylene Polypropylene
Secondary Backing FlexBack FlexBack

Total Weight OZ/YD?

IN
)
o
[N

o0
@]

Width

—
N

12
Dye Method Solution Dyed Solution Dyed

Treatment Soil & Stain Soil & Stain

Flammmability Pill Test - Passed | Pill Test - Passed
(CPSC FF1-70) (CPSC FF1-70)



COMPLEMENTS



DESIGNER
WALL BASE

SCULPTED RUBBER WALL BASE

Clean Contempo Elliptical
CORE COLORS
Midnight Cliffside Grey Deep Grey Granite Stormy Desert Twilight  Stone Grey Clean 250" 4.25" 50°
Foray Grande Minimal Contempo SIS 450 %6
Elliptical 375" 425" 50’
Stone Harbor Tapestry Beige Sail Cloth Constellation Flagstone Bluffs Grey Owl Snowfall White Light Khaki Foray 275" 525" 25’
Grande 1875" 6.00" 36
Minimal 313" 450" 36
Sandpiper Beige Abalone Buckhorn Saddle Brown Desert Hemp Rose Parade Marmalade Noble 250" 4.5 50
Oracle 250" 425" 50’
Lemon Shine Emerald Fir Yukon Green Misted Green Caribbean Deep Ocean Mistral Serenata
Ornament 375" 425" 50’
Proper 500" 3.00" 50’
Proper 359 425" 50’
Provencial 375" 425" 50’
TECHNICAL SPECIFICATIONS _
: ! Stride 313" 4.50" 36
Proper Provencial Stride
Composition Thermoplastic Rubber Subtle 313 300" =
Applicable Standards ASTM F-1861, Type TP, Group 1, Styles A, B & D Traditional 375 325" 36
Flame Resistance ASTM E-648, Class 1 Quarter Round (645) 500" 0.50" 12
Chair Rail (650) 250" 4.00" 2
Corner Guard (696) 375" Complement 8' Lengths
Profiles
Subtle Traditional Chair Rail & Corner Guard
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COMMERCIAL

RUBBER WALL BASE TYPE TP +

WALL BASE

CORE COLORS

Midnight Cliffside Grey

Deep Grey

Tapestry Beige Sail Cloth Constellation

Stone Harbor

Sandpiper Beige Abalone Buckhorn

Granite Stormy

Flagstone Bluffs

Saddle Brown Desert

VINYL WALL BASE TYPE TV

Grey Owl

Hemp

Desert Twilight

Snowfall White

Rose Parade

Stone Crey

Light Khaki

Marmalade

RUBBER UNDERLAYMENT, MADE IN USA

PERFORMANCE ATTRIBUTES

Flat, resilient underlayment made from recycled rubber

Isolates sound and cracks

SYLENT
MAT

For use with tile, wood, LVT and more

Can potentially contribute toward earning 5 LEED points

48" rolls in 3 standard thicknesses

IIC lab and field tests available upon request

Up to IIC 72, STC 72 with only 2mm under hardwood

Proven to work as specified every time

Used directly under all floor finishes

Can thin-set tile and stone directly to the product

Lemon Shine Emerald Fir Yukon Green Misted Green Caribbean Deep Ocean Mistral Serenata
TECHNICAL SPECIFICATIONS
Composition Thermoplastic Rubber THICKNESS HEIGHT COIL LENGTH INSIDE CORNERS
Applicable Standards ASTM F-1861, Type TP, Group 1, 1/8" Cove Base - Rubber 2.50", 4.00" 450", 6.00" 4' 700’ Coils (@)
Styles A&B
1/8" Toeless Base - Rubber 250", 4.00", 6.00" 4’100 Coils oS
Flame Resistance ASTM E-648, Class 1
.080" Cove Base - Vinyl 2.50", 4.00", 6.00" 4' 100" Coils (&)
. o Base .080" Toeless Base - Vinyl 2.50", 4.00", 6.00" 4700’ Coils (@)
Composition Thermoplastic Vinyl
Applicable Standards ASTM F-1861, Type TV, Group 1. Base 1/8" Cove Base - Vinyl 2.50", 4.00" 450", 6.00 4' 700’ Coils (@)
Styles A&B 1/8" Toeless Base - Vinyl 2.50", 4.00", 6.00" 4’100’ Coils oS

Flame Resistance ASTM E-648, Class 1

98

TECHNICAL SPECIFICATIONS

Test Sylent Mat 2 Sylent Mat 5 Sylent Mat 10
Nominal Thickness - 2mm 5mm 10mm
Dimensions - 4'X75 4'x30’ 4'X15'
Tensile Strength ASTM D412, Die C 80 psi, min. 80 psi, min. 80 psi, min.
Elongation ASTM D412, Die C 50%, min. 50%, min. 50%, min.
Tear Strength ASTM D624, Die C 30 ppi, min. 30 ppi, min. 30 ppi, min.
Shore A Hardness ASTM D2240 40 40 40
Flexibility ASTM F147 1factor, max. 1factor, max. 1factor, max.
Coefficient of Friction ASTM D1894 12 12 12

Crack Resistance

ANSIT1812.5.4

High Performance

High Performance

High Performance

Density ASTM D297 0.72g/cm3, min. 0.72g/cm3, min. 0.72g/cm3, min.
Compression @ 100 psi Recovery | ASTM F36 20%-30%, 85%, min. | 20%-30%, 85%, min. | 20%-30%, 85%, min.
Compression Set B, 25% ASTM C373 40% max. 40% max. 40% max.

Deflection, 158%22 hrs

The full line of
Schluter Systems
products are also

available from Trinity

Surfaces. Their

innovative
installation systems
for tile and stone can
be viewed at
www.schluter.com
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CONNECGT WITH US

FIND A LOCAL REPRESENTATIVE GEORGIA
EMAIL info@trinitysurfaces.com Showroom
PHONE 866.774.3390 PHONE 404.890.5819
WEBSITE www.trinitysurfaces.com ADDRESS 1468 Chattahoochee Avenue NW
www.trinitytile.com Atlanta GA 30318
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FLORIDA NORTH CAROLINA
‘ Showroom & Distribution Showroom
PHONE ‘ 352.369.0444 PHONE 704.232.8585
ADDRESS 15 SW 49th Avenue, Suite 105 ADDRESS 3440 F Saint Vardall Lane
Ocala, FL 34474 Charlotte, NC 28217

FLORIDA
Showroom
PHONE 407.629.7447
ADDRESS 958 Orange Ave. Suite B

Winter Park, FL 32789

TEXAS
Showroom
PHONE 404.824.0538
ADDRESS 1217 West Loop North, Suite 150

Houston, TX 77055
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